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General specifications
Description	 Line mount body
Mounting	 2 location holes
	 2 tapped holes
Connection	 Threated connections
Mounting position	 see valve data sheet

HYDRAULc specifications
Peak pressure	 pmax = 400 bar

Screw-in cartridges installed
According to the type the following screw-in cartridges can be installed 
in the line mount bodies:

Type	 Data sheet no.

M18x1,5
BV.PM18	 2.1-510
BS.PM18	 2.1-520
BS.PM18-Z36	 2.1-522
BVPPM18	 2.3-510
BDPPM18	 2.3-520

M22x1,5
BV.PM22	 2.1-530 
BVTPM22	 2.1-532
BVEPM22	 2.1-536
BA.PM22	 2.1-540
BK.PM22	 2.1-542
BS.PM22-Z36	 2.1-543
BVPPM22	 2.3-530 / 529
BVVPM22	 2.3-531
BVIPM22	 2.3-532
BVCPM22	 2.3-534
BVBPM22	 2.3-535
BDPPM22	 2.3-540 / 539
BDVPM22	 2.3-541
BDIPM22	 2.3-542
BDWPM22	 2.3-543
BDCPM22	 2.3-544
BDBPM22	 2.3-545 / 546

M33x2
BVPPM33	 2.3-550 / 551
BVVPM33	 2.3-552

Technical explanation see data sheet 1.0-100E

Caution!
The performance data refer to the screw-in cartridges only. 
The additional pressure drop in the line mount body must 
be taken into consideration.
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Cartridge cavity

Type Cavity according to: For detailed cavity drawing 
see data sheet:

M18x1,5 ISO 7789–18–02–0–98 2.13-1001

M22x1,5 ISO 7789–22–02–0–98 2.13-1003

M33x2 ISO 7789–33–02–0–98 2.13-1041


