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Screw-in cartridges installed
According to the type the following screw-in cartridges can be installed 
in the line mount bodies:

Type	 Data sheet no.

M18x1,5
SDSPM18-BA/AB	 1.11-2050
SVSPM18-BC/CB	 1.11-2080
DN.PM18	 2.4-510
DR.PM18	 2.4-610
QA.PM18	 2.5-510
D.PPM18	 2.6-510

M22x1,5
SDSPM22-BA/AB	 1.11-2060
SDXPM22-BA/AB	 1.11-2062
SDYPM22-BA/AB	 1.11-2063 / 2064
SVSPM22-DC/CD	 1.11-2065
SVXPM22-DC/CD	 1.11-2067
SVYPM22-DC/CD	 1.11-2068 / 2069
SVSPM22-BC/CB	 1.11-2082 
QRSPM22	 2.5-530
QZ.PM22	 2.5-535
D.PPM22	 2.6-530 / 531
D.VPM22	 2.6-540
QNPPM22	 2.6-630 / 631
QNVPM22	 2.6-632

M33x2
SVSPM33-DC/CD	 1.11-2075
SVXPM33-DC/CD	 1.11-2077
SVYPM33-DC/CD	 1.11-2078 / 2079
QZ.PM33	 2.5-550
DNPPM33	 2.6-550 / 551
DNVPM33	 2.6-560
QNPPM33	 2.6-650 / 651
QNVPM33	 2.6-660
QSPPM33	 2.6-661
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M18x1,5

Type Cavity according to: For detailed cavity drawing 
see data sheet:

M18x1,5 ISO 7789–18–01–0–98 2.13-1002

M22x1,5 ISO 7789–22–01–0–98 2.13-1008

M33x2 ISO 7789–33–01–0–98 2.13-1005

General specifications
Description	 Line mount body
Mounting	 2 location holes
	 2 tapped holes
Connection	 Threated connections
Mounting position	 see valve data sheet

HYDRAULc specifications
Peak pressure	 pmax = 400 bar

Technical explanation see data sheet 1.0-100E

Caution!
The performance data refer to the screw-in cartridges only. 
The additional pressure drop in the line mount body must 
be taken into consideration.
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