


Line mount bodies

Wandfluh AG	 Tel.	 +41 33 672 72 72	 E-mail:	 sales@wandfluh.com	 Illustrations not obligatory	 Data sheet no.
Postfach	 Fax	 +41 33 672 72 12	 Internet:	 www.wandfluh.com	 Data subject to change	 2.9-210E 2/2
CH-3714 Frutigen						      Edition 10 33

M18x1,5

(1)

(1)

(2)

(3)

Type Cavity according to: For detailed cavity drawing 
see data sheet:

M18x1,5 WAG-Norm 2.13-1020

M22x1,5 ISO 7789–22–04–0–98 2.13-1004

M33x2 ISO 7789–33–04–0–98 2.13-1040

Screw-in cartridges installed
According to the type the following screw-in cartridges can be installed 
in the line mount bodies:

Type	 Data sheet no.

M18x1,5
SDSPM18-FG	 1.11-2050
MV.PM18	 2.2-510
MVPPM18	 2.3-610

M22x1,5
SDSPM22-FG	 1.11-2060
SDXPM22-FG	 1.11-2062
SDYPM22-FG	 1.11-2063 / 2064
MV.PM22	 2.2-530 
MVEPM22	 2.2-536		
MVPPM22	 2.3-630 / 629
MVVPM22	 2.3-631
MVCPM22	 2.3-634
MQPPM22	 2.3-640 / 641
MQVPM22	 2.3-642
QD.PM22	 2.5-540
QDPPM22	 2.6-645 / 644
QDVPM22	 2.6-646

M33x2
MVPPM33	 2.3-650 / 649
MVVPM33	 2.3-651
QD.PM33	 2.5-555
QDPPM33	 2.6-665 / 666
QDVPM33	 2.6-667

General specifications
Description	 Line mount body
Mounting	 2 location holes
	 2 tapped holes
Connection	 Threated connections
Mounting position	 see valve data sheet

HYDRAULc specifications
Peak pressure	 pmax = 400 bar

Technical explanation see data sheet 1.0-100E

Caution!
The performance data refer to the screw-in cartridges only. 
The additional pressure drop in the line mount body must 
be taken into consideration.

Cartridge cavity


